
SAFE. ECO-FRIENDLY ENERGY

LibertyPak
Safe. for earth and Sky.

Available exclusively from



PowerBelt lB200VX
For video cameras and accessories requiring 12 to 
18V operation. The lightweight LB200VX provides 
more power out of smaller cells for longer time periods 
than other battery types, even in the harshest of condi-
tions (100% power at sub-freezing temperatures). 

featureS
- state-of-the-art cells with SLiC™ Technology 
- 300-400% longer lasting
- 40-minute charge time with LC24 fast charger
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 58-inch ballistic nylon belt with Velcro closure
- 1 year total/3 years extended warranty

PowerBelt lB400V
Perfect for 12V video cameras and LED lights, the 
LB400V offers unparalleled power for longer. The 
proprietary SLiC™ Technology works in extreme 
conditions, where abuse tolerance is high and time 
is short.

featureS
- state-of-the-art cells with SLiC™ Technology 
- 300-400% longer lasting
- 40-minute charge time with LC24 fast charger
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 58-inch ballistic nylon belt with Velcro closure
- 1 year total/3 years extended warranty

SAFE .  LibertyPak battery power sources feature state-of-the-art lithium-
ion iron phosphate cells in a patented assembly with built-in safeguards 
to prevent short circuits, high/low voltage levels and high-temperature 
malfunctions. All LibertyPak components are inflammable, non-toxic, non-
hazardous and RoHS (Restriction of Hazardous Substances) compliant.

ECO-CONSCIOUS .  LibertyPak battery power sources are the most 
environmentally neutral batteries available. Lithium, iron, phosphate, 
aluminum and copper — the main components in LibertyPak cells — are 
non-toxic and recyclable. They can be returned safely to the earth without 
any special handling requirements.

earth.

In harMony
Since 2002, LibertyPak has pioneered the use of lithi-
um-ion battery technology for film and digital cinema-
tography and lighting, creating battery power sources 
that are unmatched in performance. 16x9 Inc. offers 
tools for cinematographers and videographers that are 
unmatched in performance. With 16x9 Inc. becoming 
the exclusive worldwide distributor for LibertyPak, we 
have struck…well…the perfect match.

LibertyPak’s SLiC™ Technology, or safe lithium cell 
chemistry, will allow four times the sustained energy 
release of other battery types with less heat and higher 
efficiency and the ability to be rapidly recharged with-
out battery memory. And we mean rapidly, just check 
the specs. The SLiC™ cells last four to six times longer 
with over 2,000 recharge cycles. LibertyPak SLiC™ 
products are superior to other technologies on a cost-
per-cell basis and in charge retention (less than 10% 
loss per year – peanuts), voltage stability (100% pure 
sine wave, baby) and life span. How many batteries 
have a shelf life of over a decade?

SLiC™ no-maintenance cells are designed to provide 
full power in the harshest environments. Including 
airports. Yes, all LibertyPak portable battery power 
sources feature state-of-the-art SLiC™ cells with a pat-
ented electronic assembly that is certified by IATA and 
U.N.-DOT as ‘Safe to Fly’. The U.N.-DOT certification 
sticker will appease that one skeptical TSA security 
officer whose line you always seem to get into.

Earth. Nearly everything is shot there, Neil Armstrong 
and his cohorts notwithstanding. LibertyPak SLiC™ 
portable battery power sources free you to shoot 
anywhere on it with eco-consciousness. LibertyPak’s 
lithium-ion iron phosphate, or LiFePO4, is gentle on 
the environment and the life (LiFe?) in it. Non-toxic 
and non-hazardous, LibertyPak recyclable cells are 
the most ecologically friendly of all battery types, even 
more so than lithium-ion cobalt, which is mined under 
conditions world-recognized as inhumane. LiFePO4 
safely returns to the Earth. Just like Neil did from his 
lunar jaunt. Since most of us won’t be heading into 
space, there’s no sense in polluting our grandest of all 
practical locations.

SPecIfIcatIonS

Voltage Output 12V 26 Amp
  For Video Cameras & LED
  Lights that Operate at 12V
Connector  4 Pin XLR
Capacity  320 Watts
  Utilizing SLiC™ Technology
Charge Time  3 Hours
Fast Charge  40 Minutes
Operating Temp -4ºF (-20ºC) (36 Below Freezing)  
  to 140ºF (60ºC)
Voltage Stability 80% @ +/- .5V
Weight  9.5 lb (4.3 kg)
Cycle Life  Over 2000
Charge Retention -1% Loss Per Month
Belt  Black, Ballistic Nylon

SPecIfIcatIonS

Voltage Output 12V to 18V
  For Video Cameras &
  Accessories that Operate at 12V
Connector  4 Pin XLR
Capacity  XXX Watts
  Utilizing SLiC™ Technology
Charge Time  2 Hours
Fast Charge  40 Minutes
Operating Temp XXºF (XXºC) (XX Below Freezing)  
  to XXºF (XXºC)
Voltage Stability XX% @ +/- XV
Weight  X lb (X kg)
Cycle Life  Over XX
Charge Retention X% Loss Per Month
Belt  Black, Ballistic Nylon

Planet Friendly

Lithium-ion Iron PhosphateLiFePO4



FLY .  Whether carried on, checked as luggage or sent via courier, 
LibertyPak portable battery power sources are IATA and DOT-certified for 
transport and U.N.-DOT-certified safe for airline travel. At airport security 
checkpoints, just point to the LibertyPak sticker of safety compliance.

PERFORMANCE .  SLiC™ Technology maintenance-free batteries last 
four to six times longer and provide more power, less heat, higher efficiency 
and faster recharge rates with no memory. Because of the long life span, 
LibertyPak battery sources cost less to operate than any type of motion-
picture battery system.

PowerBelt lB400f
When 24V production equipment needs portable 
power, choose the LB400F. Ideal for ARRI cam-
eras, 24V LED lights and 200W and 400W HMIs, 
the LB400F outperforms all other beltpack batteries. 
One LB400F can operate a 400W HMI for an hour. 

featureS
- state-of-the-art cells with SLiC™ Technology 
- 300-400% longer lasting
- 40-minute charge time with LC24 fast charger
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 58-inch ballistic nylon belt with Velcro closure
- 1 year total/3 years extended warranty

lIttle Genny lG400
Make your AC-only electronics completely portable 
with pure sine wave 117V 60Hz AC power. Or, run 
your HMIs with 24V DC. Operate one LED light panel 
for 6 hours. A 200W HMI for 1.5 hours. When used 
in conjunction with LibertyPak chargers, the Little 
Genny 400 becomes an uninterruptable power supply. 
featureS
- powers cell phones up to film cameras
- LCD Voltage measures state of charge
- LED on/off indicator
- daisychain to other LibertyPaks with no interruption
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 1 year total/3 years extended warranty

BIG Genny BG1000
For higher portable power demands, the Big Genny 1000 
provides pure sine wave 117V 60Hz AC and 24V DC 
power, and when used in conjunction with LibertyPak 
chargers, it becomes an uninterruptable power supply. 

featureS
- powers cell phones up to film cameras
- LCD Voltage measures state of charge
- LED on/off indicator
- daisychain to other LibertyPaks with no interruption
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 1 year total/3 years extended warranty

Sky.

SPecIfIcatIonS

Voltage Output 24V 13 Amp. For ARRI Cameras,
  200 & 400W HMI and LED
  Lights that Operate at 24V
Connector  3 Pin XLR
Capacity  320 Watts

Charge Time  3 Hours
Fast Charge  40 Minutes
Operating Temp -4ºF (-20ºC) (36 Below Freezing)  
  to 140ºF (60ºC)
Voltage Stability 80% @ +/- .5V
Weight  9.5 lb (4.3 kg)
Cycle Life  Over 2000
Charge Retention -1% Loss Per Month
Belt  Black, Ballistic Nylon

SPecIfIcatIonS

Voltage Output 115-117 Volt AC & 24 Volt 
DC
  For ?
Connector  3 Pin XLR (1-, 2+)
Capacity  320 Watt Hours
Peak Output  600 Watt Hours
Charge Time  3 Hours
Fast Charge  ? Minutes
Memory  None. Recharge Anytime
Operating Temp -4ºF (-20ºC) (36 Below Freezing)  
  to 140ºF (60ºC)
Voltage Stability ?
Size  15” x 10” x 6”
Weight  19 lb (8.6 kg)
Cycle Life  Over 2000 (to 90%)
Charge Retention -1% Loss Per Month

SPecIfIcatIonS

Voltage Output 115-117 Volt AC & 24 Volt 
DC
  For ?
Connector  3 Pin XLR (1-, 2+)
Capacity  960 Watt Hours
Peak Output  1100 Watt Hours
Charge Time  9 Hours
Fast Charge  ? Minutes
Memory  None. Recharge Anytime
Operating Temp -4ºF (-20ºC) (36 Below Freezing)  
  to 140ºF (60ºC)
Voltage Stability ?
Size  22” x 14” x 9”
Weight  34 lb (15.4 kg)
Cycle Life  Over 2000 (to 90%)
Charge Retention -1% Loss Per Month

Safe for Air Travel

TechnologySLiCTM

Safe Lithium Cell Chemistry



Green
  WlTHenVy.

PowerPak lP800
A power booster. Connect the PowerPak LP800 to the 
LG400 or BG1000 to increase the available 24V power 
supply with an extra capacity of 640 Watt hours. 

featureS
- state-of-the-art cells with SLiC™ Technology
- LCD Voltage measures state of charge
- LED on/off indicator
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 1 year total/3 years extended warranty

PowerPak lP600VX
Like the LB200VX beltpack, the PowerPak 
LP600VX provides  power for 12V to 18V video 
applications but much more of it for heavi-
er power demands and/or longer time frames.  

featureS
- state-of-the-art cells with SLiC™ Technology
- LCD Voltage measures state of charge
- LED on/off indicator
- U.N.-DOT certification ‘Safe to Fly’
- non-toxic, RoHS compliant
- 1 year total/3 years extended warranty

Solar Panel 6224 & 3012
Harness the sun’s energy to charge your LibertyPak 
battery power sources with foldable, portable Solar 
Panels. Weighing only 1.4 lb, the 6224 charges all 
LibertyPak sources except the  PowerBelt LB400V. For 
the LB400V, use the 0.8lb, 12V 3012.

charGer 04, 08 & 24
The Charger 04 charges any LibertyPak power source 
using any AC outlet. Use the Charger 08 for the 
PowerBelt LB400V.

Need to charge quickly? The Charger 24 multi-pack 
rapid charger with built-in fan can drop charge 
times to under an hour. It’s OK, LibertyPak’s SLiC™ 
Technology prevents harm to cells.

SPecIfIcatIonS

Voltage Output 12 Volt DC
Connector  3 Pin XLR (1-, 2+)
Capacity  640 Watt Hours
Peak Output 1100 Watts
Charge Time  6 Hours @ 100 Watts p/hr.
Fast Charge  ? Minutes
Memory  None. Charge Anytime.
Operating Temp -4ºF (20ºC) (36 Below Freezing)  
  to 140ºF (60ºC)
Output Peak/Continuous 12 Amps @ 24V
Voltage Stability XX% @ +/- XV
Size  15” x 10” x 6”
Weight  17 lb (7.7 kg)
Cycle Life  Over 2000 (to 90%)
Charge Retention -1% Loss Per Month

SPecIfIcatIonS
Voltage Output 12 to 17.5 Volts DC
Average Operating Voltage     16 (First 83% of Runtime)
Maximum Charge Voltage 17.5
Minimum Voltage 12
AMP Hours  38.4 AH
Capacity  615 Watt Hours
Connector  ?
Peak Output  ? Watts
Charge Time  6 Hours
Fast Charge  90 Minutes
Memory  ?
Operating Temp ?
Output Peak/Continuous ?
Voltage Stability ?
Size  10” x 7” x 5.5”
Weight  15 lb (6.8 kg)
Cycle Life  ?
Charge Retention ?

eXcluSIVe worldwIde dIStrIButor for LibertyPak

28314 conStellatIon road

ValencIa, ca 91355
Phone 866.800.1699

faX 661.295.3314
Info@16X9Inc.coM

www.16X9Inc.coM

Made in the U.S.A.

LibertyPak
.

For shooting the environment
not harming it


